
FEATURES

FINISH

HOUSING

WORKING VOLTAGE

RATED POWER

BEAM ANGLE

Aluminum

White, Black, Grey

220-240 V ac

12, 16, 20W

120°

MOUNTING

OPTIC

Surface mounting

Opal  diffuser

DIMENSIONS

OPERATION TEMP

CONTROL

LAMP LIFE 30,000 hrs

On/Off, Dali, 0-10V

-20° C   -  +40° C

610, 810, 1005(L) x100(W) x 75(H)

ELECTRICAL DATA

POWER CONSUMPTION

SUPPLY VOLTAGE

COLORS

CRI

LUMEN

12, 16, 20W

220-240 V ac

3000K, 4000K

80

90lm/W

ORDERING LOGIC

Epistar
LED Quality

220-240VAC 
Working Voltagev

12/16/20W
 Rated powerW

IP54
NON-WATER
PROOF

Mono

PRODUCT VOLTAGE SIZEDRIVER

240 61

81

10

- --

--

--

220-240VAC 610mm

810mm

1005mm

On-OffND

Sample: MJWL 2 - 12  - CT 30 - ND - 240 - 61

COLOR TEMPERATURE

(CT30)

(CT40)

(CT65)

4000K DALIDAI

6500K 1-10VAN

3000K

(CTXX) CUSTOM

WATTAGE

MJWL 2 12

16

20

-

-

-

12W

16W

20W

Architectural wall-mounted, energy-efficient luminaire for lighting mirrors, for use in 

hygiene rooms, cloakrooms, corridors Etc. For horizontal or vertical wall mounting. 

Protection class IP 54.

MIRROR JEWEL 2

MJWL 2

MJWL 2 Series YYZ Lighting Inc., 1175 Squires Beach Rd, Unit 2, Pickering, ON L1W 3V3, Canada. www.yyzlighting.com Page 1 of 1 

YYZ Mirror jewel is an architectural wall mounted, energy efficient luminaire light for use in 

mirror hygiene rooms, cloakrooms, corridors, etc. In this IP54 rated fixture, both horizontal 

and vertical mounting is compatible, offering more versatility. 
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