
FEATURES

FINISH Outer shade in Black / White 

LAMP LIFE

MOUNTING

CONNECTION

BEAM ANGLE

L80 B50, 100,000 Hours 

Suspended

Indoor rated connections

45°, 60°, 90°, 120°

FINISH

LAMP LIFE

MOUNTING

CONNECTION

DIMENSIONS

OPERATION TEMP

DIMENSIONS Ø270x235mm, Ø400x345mm

OPERATION TEMP

MacAdam

-25° C   -  +35° C

3SDCM, 2SDCM

ELECTRICAL DATA

DIMENSIONS

PHILIPS, EPISTAR, NICHIA, SAMSUNG, 

LUMILEDS, OSRAM
LED Quality

220-240V AC
Working Voltagev

24W / 30W  
Rated powerW

IP54

CHARISMA- C SERIES

POWER CONSUMPTION

SUPPLY VOLTAGE

CRI

24W, 30W  

220-240 V AC 50-60Hz

90 @ 3000K

DiaPOWER

18236, 50, 60
182100
182
225
284
284

150
200
240
300

L

163
200
240
240
220
260

COLORS

CONTROL

LUMENS

DALI, 0-10V

97lm/W

3000K/4000K/5000K, 6000K 

ORDERING LOGIC

PRODUCT WATTAGE INPUT VOLTAGE

24 - 24W

30 - 30W

AC - 220-240V AC

FINISH SIZE

BK - Black 60 -

-

-

623x138

WH - White

XX - Custom

90 923x138

120 1223x138

COLOR TEMPERATURE 

3000K

5000K

6500K

CUSTOM

4000K

(CT 30)

(CT 50)

(CT 65)

(CTXX)

(CT 40)

CSA-C AN - 1-10VAN - 1-10V

EM - Emergency Kit

WC - Wireless Control

MS - Motion Sensor

DS - Daylight Sensor

DA - Dali

DA - DALI

SW - On-Off

Sample: CSA-C  - 24 -  CT30 - AC -  BK - AN

CSA-C

CONTROLCONTROL

CSA- C Series YYZ Lighting Inc., 1175 Squires Beach Rd, Unit 2, Pickering, ON L1W 3V3, Canada. www.yyzlighting.com Page 1 of 1 

YYZ Charisma series of decorative Highbay features decorative, yet robust heat sink. Aluminium 

shade finished inside in Champagne color adds beauty to the space. Preferred application areas 

include educational premises, showrooms, halls etc. IP54 rating enables usuage of this luminaire 

in High ceiling entrance halls.
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