
LED Quality

Working Voltagev

5W/10W  
Rated powerW

IP67 IK10

ZIRCON FLOOR TILE

ZCN-Mono
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 CREE/OSRAM

12V DC / 24V DC

ORDERING LOGIC

PRODUCT WATTAGE

5 - 5W

10 - 10W

COLOR TEMPERTURE 

ZCN SW - On/Off 12 - 12V DC XX - xxx

24 - 24V DC

Sample: ZCN  - 5 - CT22 -  SW - 12 - 50- XX

CONTROL VOLTAGE CUSTOMFIXTURE LENGTH

FEATURES

BODY MATERIAL

FINISH

WORKING VOLTAGE

High-strength stainless steel

Stainless steel

12V DC, 24 V DC(Remote power supply)

BEAM ANGLE

RATED POWER

120°

5W(500mm), 10W(1000mm)

LAMP LIFE

MOUNTING

CONNECTION

50,000 hrs

Recessed, Surface mounted

Outdoor rated connections

DIMENSIONS 300, 500, 600, 1000, 1200, 1500, 2000, 3000x17.5x13.5mm

OPERATION TEMP

CONTROL

LUMEN

-20° C   -  +50° C

On/Off

300-390lm @5W, 600-700lm @10W

ELECTRICAL DATA

DIMENSIONS

POWER CONSUMPTION

SUPPLY VOLTAGE

CRI

COLORS

5W(500MM), 10W(1000MM)

12V DC, 24 V DC

>80

2200K, 2700K, 3000K, 4000K, 5000K, 6500K, Red, Blue, Green, Yellow, Amber 
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YYZ ZIRCON floor tiles emit a subtle so� glow with a choice to change colors automatically through a 

controller compatible with DMX512 protocol. Combination of visual effects such as breathing, jumping 

makes the landscape design a feast for the eyes. Frequent applications include public areas landscape 

lighting, shopping malls, squares, plazas, driveways, walkways, patios, resorts, etc.

 


