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ORDERING LOGIC

EPISTAR SMD 5050
LED Quality

5V DC / 12VDC
Working Voltagev

9W, 14W, 20W, 24W, 30W
Rated powerW

Sample: LSTM - 9 - RGB - 360 - 5 - BK - 60 - SM

DIMENSION

PRODUCT VOLTAGE END CAP COLOR
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WH

-

-
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5V DC

12V DC

Black

White

LENGTH MOUNTING

60 SM

VSM

FM90

120

150

180

- -

-

--

-

-

-

600mm Suspention Mounting

Vertical Suspention Mounting

Floor Mounting900mm

1200mm

1500mm

1800mm

COLOR TEMPERATURE 

(RGB) RGB

OPTICWATTAGE

3609 - 9W

14 - 14W

20 - 20W

24 - 24W

30 - 30W

- 360°LSTM

FEATURES

MATERIAL

RATED POWER

WORKING VOLTAGE

REMOTE CONTROLLER

LAMP LIFE

DIMENSIONS

BEAM ANGLE

MOUNTING

END CAP COLOR

PVC + ABS + Opal Diffuser

9W, 14W, 20W, 24W, 30W

5V DC, 12V DC

Include

50,000hrs

Ø26 x 600, 900, 1200, 1500, 1800mm

360°

Suspension mounting, Floor mounted

Black, White

9W, 14W, 20W, 24W, 30W

5V DC, 12V DC

RGB

Chasing, Slow fade, Twinkle, Steady on Combination, In waves, 

Sequential, Slow grow

90lm/W

YYZ Lighting Inc., 1175 Squires Beach Rd, Unit 2, Pickering, ON L1W 3V3, Canada. www.yyzlighting.com
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YYZ Lumistem is a cylindrical, satin acrylic tube made of 100% recyclable extruded architectural 

grade T6061 aluminum and is designed to provide 360° glare free illumination. This fixture is with 

omnidirectional light distribution and hence offers color temperature switching from 2700-

6500K, tunable white and RGBW. It is available in  suspended and wall-mount models. 

IP20Mono

LUMISTEM

LSTM

LSTM Series


