
ORDERING LOGIC

EPISTAR
LED Quality

240V AC 
Working Voltagev

30W
 Rated powerW

IP40/IP54Mono

PRODUCT VOLTAGE

AC - 200-240V AC

BODY COLOR

WH

BK

SL

-

-

-

White

Black

Silver

Sample: GNT 400 - 30  - 120 - CT 30 - AC - WH - XX

(CT30)

(CT40) 

3000K

4000K

(CT50)

(CT57)

5000K

5700K

OPTICWATTAGE

GNT 400 30 - 30W

DIMENSION

120 - 120°

GARNET 400

GNT 400

GNT 400 Series YYZ Lighting Inc., 1175 Squires Beach Rd, Unit 2, Pickering, ON L1W 3V3, Canada. www.yyzlighting.com Page 1 of 1 

COLOR TEMPERATURE

120°

Ø400 x 52mm 

30W

200-240V AC

200-240V AC

FEATURES

3000K, 4000K, 5000K, 5700K 

MATERIAL

FINISH

RATED POWER

RADIANCE ANGLE

WORKING VOLTAGE

MOUNTING

ELECTRICAL DATA

SUPPLY VOLTAGE

COLORS

3360 lmLUMEN

80CRI

White, Black, Silver

Aluminum + PC

Surface mounted

CONNECTION

LAMP LIFE

DIMENSION

OPERATING TEMP

CONTROL

50,000 Hrs

-20° C   -  +50° C

On/Off, Triac

Indoor rated connections

YYZ Garnet is a compact, vandal resistant circular bulkhead with a high efficiency satin 

polycarbonate cover and strong high pressure die-cast aluminum body. These surface 

mounted water proof fixtures are high corrosion resistant and is with IP65 ingress protection. It 

is mainly applicable in internal and external lighting for residential buildings, security lighting, 

roof top, public staircases, pathway highlighting for schools, hospitals, and other public 

buildings.
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